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RAVENOL Hochdruckreiniger-Konzentrat
RAVENOL Hochdruckreiniger-Konzentrat is a versatile, high quality, pressure washer concentrate suitable for use on vehicles of all types including motorcycles and
mopeds, as well as for effective cleaning of rubber flooring, stone and flagged flooring, patios, tarpaulins, awnings, plastics, tiles and more.

RAVENOL Hochdruckreiniger-Konzentrat is formulated to remove even the most resistant dirt and grime and leave vehicles with an as-new shine.

Application Notes

Shake container well before use, then pour concentrate pour into pressure washer tank and dilute according to intended use and as specified by the equipment manufacturer.
For heavily soiled areas spray initially with neat concentrate and allow to act briefly, then wash off with a pressure washer containing diluted product as normal..

RAVENOL Hochdruckreiniger-Konzentrat is economical to use, since it is a highly concentrated formulation which can be diluted with water up to 1:20.
Examples of recommended dilution rates:
Workshop floors: 1:1 to 1:20 depending on level of contamination; verdigris and algae: 1:5; underbody wash: 1:10; wheel rim cleaning: 1:1 to 1:3; workshop tools: 1:10;
mopeds and motorcycles: 1:20; tarpaulins and awnings : 1:5, outdoor clothes: 1:1 to 1:100 depending on level of contamination; Please check material compatibility prior to
use in an inconspicuous area.

Quality Classifications

Characteristic

RAVENOL Hochdruckreiniger-Konzentrat offers: 

effectively removes adherent dirt, grease, oils and fat residues  from all types of surfaces.
is gentle on the material despite the high cleaning efficiency, and compatible for use on paints, plastics and glass sufaces.
is a mildly alkaline cleaning concentrate adjusted with cleansing substances and surfactants.
corresponds in composition to the requirements for biodegradability of German law regarding detergents and is readily biodegradable.
is formaldehyde-free and AOX. Special demulsifiers ensure speedy separation of oil and water in oil separation equipment.

  All information correspond to the best of our knowledge to the actual situation of the cognitions and our development. Subject to alterations. All references
made to DIN-norms are only for the description of the goods. There is no guarantee. In case there will be any problems please contact the technical service.  
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